ComEd PowerPath Website
Generic Load Profiles
Month Of July

Rate Class 1
Hour Peak Day Weekday Weekend
1 0.95 0.90 0.81
2 0.87 0.88 0.79
3 0.87 0.87 0.78
4 0.83 0.86 0.76
5 0.87 0.84 0.72
6 0.83 0.81 0.65
7 0.89 0.92 0.74
8 1.26 1.31 0.97
9 2.21 1.93 1.46
10 2.40 2.23 1.69
11 2.32 2.38 1.81
12 2.47 2.30 1.76
13 2.74 2.12 1.57
14 2.36 2.03 1.62
15 2.54 2.17 1.54
16 2.23 2.08 1.51
17 2.07 1.81 1.38
18 1.52 1.46 1.11
19 1.38 1.21 1.02
20 1.18 1.08 0.90
21 1.12 1.11 0.93
22 1.09 1.05 0.92
23 1.02 1.01 0.83
24 0.99 0.96 0.86
Peak
Max 2.74 2.38
Min 1.09 1.05
Avg 1.96 1.77
Off-Peak
Max 2.21 1.93 1.81
Min 0.83 0.81 0.65
Avg 1.05 1.03 1.13
Line Losses
Transmission 1.70% 1.70% 1.70%
Distribution 8.40% 8.40% 8.40%
Peak With Line Losses
Max 3.02 2.62
Min 1.20 1.16
Avg 2.16 1.95
Off-Peak With Line Losses
Max 2.44 2.13 2.00
Min 0.92 0.89 0.72
Avg 1.16 1.13 1.25
Maximum Minimum Average
Peak 3.02 0.76 1.95
Off-Peak 2.44 0.41 1.19
Max To Avg Min To Avg
Peak 1.549 0.390
Off-Peak 2.050 0.345

| lllustrative For July (Many Assumptions)

Data pulled from ComEd Powerpath Website.
ONLY for the month of July.

Have used ComEd's definition of Peak and Off-Peak.

Based on ComEd's definition.

Based on ComEd's definition.

Adjusted for line losses.

Adjusted for line losses.

Minimum defined as 1.16 - (3.02-2.62).
Minimum defined as 0.72 - (2.44-2.13).

Ratio of Max/Min to Average.



